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The Mobile Remote Manipulator System
Simulator

Velu Sinha
Systems Research Center

The University of Maryland
College Park, MD 20742

December 15, 1986

Abstract
During the spring of 1986 a group of students at the University of

Maryland under the leadership of Dr. P. S. Krishnaprasad designed a
Mobile Remote Manipulator System for the Space Station In order to
test the MRMS design, a simulator was constructed on an Iris 2400 series
grahphics workstation. The NIRMS Simulator allowed the Iris to play the
role of the )ARMS, and at the same time allow the user to view the MERMS
from the perspective which wu best suited to the task being viewed. The
MRMS Simulator also made extensive use of distributed processing to
simulate the actual distributed, wide-spread environment in which the .

actual MRMS control would occur.

1 Architecture
N the simulation was divided into the following tasks: . ...

Command System - the user interface to the simulation tasks, as well as the3  GRA&I
individual MRMS controls; TAB Q1

'-Control System - controlling the kinematics of the MRMS. Dealing aso with o tced 0
collision avoidance, safety, etc.,., *,, tifloat lo

'6[splay System - a graphical representation of the MRMS with a moveable
view-point, allowing for the MRMS to be viewed from any position in itstribution/
univers. silabllity Codes

"This work was upported in part by NSF Grant #85-00108, AFOSR-URI Grant #AFOSR- -Avai --and/or
87-0073, and by a Design Project Grant from NASA through the Universities Space Resarch A and/o"
Association. SpeOal]
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We have implemented these systems across a variety of hardware which is best
suited for each task. We have been able to interface these distinct computers
over a commcn network. By using different machines for each task, we have
distributed our processing needs so that they are more efficiently and effectively
performed.

The basic architecture of the simulation system envolves a Pyramid 90x and
an Iris 2400. The Pyramid and the Iris are connected via a 10 Mbit ethernet
using the TCP/IP protocols. The Pyramid is used for running the control
systems used in controlling the Robot, while the Iris is used to display the

MRMS motions. The Iris is also used as the User Interface device into the
control system - commands are sent to the control system via a user interface
window on the Iris.

The graphical features of the Iris can be used independantly of the control
system (Pyramid) to allow the user to view the MRMS from any perspective
which he/she desires.

2 Command System

The command system provides iconic displays for the various variables which
it provides an interface for. The values of these variables can be changed in a
"user-friendly' fashion by utilizing a Macintosh I type environment.

Once the values of the variables have been changed, the new value is trans-
mitted via the ethernet to the control system on the larger computer. The
command system runs on the Iris 2400, and appears to the user as one of the
windows on the Iris screen.

3 Control System

The control system is a process which runs on the Pyramid 90x. The control
system gets its inputs via the ethernet from the Command System on the Iris.
Using the Command information from the Iris, the control system determines
trajectories for the different MRMS links, and sends these to the display system
is the form of motor velocities.

4 Display System

The display system takes motor velocities and translates them into motions of
the links on the Iris screen. Each motor on the MRMS is depicted on the Iris
as a graphical object (a I& Vista), and the motor velocity information is used to
change the transform attributes which control the position of the motors (and
thus the links) on the Ir screen.

'Mwintosh is a trademark licensed to Apple Computer.
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The display system also allows the viewpoint from which the MRMS is being
viewed to be changed. This allows the user to view the different motions from
different angles, making it easier for the user to verify correct operation.

All of the MRMS motions are viewed in real time with respect to the control
system calculations. It is also possible for the user to putthe Iris into slow-
motion, reverse, rewind, and fast-forward modes - this allows the user to view
and evaluate the differnt MRMS motions as a function of time. The user view-
point can be changed during this 'Video-tape" mode, allowing the user to view
the same motions many times from different viewpoints.
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Simulation Architecture
MRMS Design Project
University of Maryland

Graphical Iris
Display 2400 1.

"VAX !SunCotl

PyramidSystem

Path
Planning

MRMS Controller
SBase., Expert System

System Analysis
Problem Detection

Error Analysis 6LISP
Machine

I5



MRMSG Simulation:
Distributed Processing Description

°..... ......

Ethernet: TCP/IP Protocols

" Machines connected via a Ethernet

" Machines speak TCP/IP Protocols
e Remote Login
* Remote File Access
* Remote Execution

* Data between machines in fixed format.
Easy to exchange!

" Data transfer currently via 'rsh' mechanism
dBSDLkic

" Specialized network servers being considered.



Commanding the
MRMS Simulation from the Iris 2400

Commands to "
Control System , 1

Commands to -
Display / Graphics System "

Ethernet: TCP/IP Protocols

.,:

* Using multi-window cluttered desktop type display on
Iris.

e One window specifically for sending commands to the control system

a Operates by sending initial obslcle positions and begin and end
MRMS positions to collision avoidance system. Collision Avoidance
system then sends output to linear interpolation routines, in lieu of
control system.



MRMS Simulation: Dataflow in Simulation
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MRMS Planned

Indicators and Controls
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